HoverCam
Solo8-Spark

The new world of document cameras

Robust steel axles for
easy positioning

Buttons for zoom, auto-focus
and image rotation

Mobile, extremely easy-to-use document camera

. No power adapter (USB cable) . smallest footprint (9 x 9 cm)

. Mobile (collapsible) . Camera extremely positionable

. HoverCam Flex11-Software . Whiteboard-compatible

www.wikona.se




HoverCam

Solo8 SPARK PRODUCT SPECIFICATIONS

Sensor: 8.0 MegaPixel BSI CMOS

Optic: 1/3.2” Sensor

Lens system: 5 Element, £2.0, High Precision Micro-Lens Assembly

Focus: Auto-Focus, Focus Lock

Focus distance: Minimum 5cm Focal Distance

Image resolution: 3264x2448 (8MP), 1920x1080, 1600x1200, 1024x768 ,1280x720, 800x600
Frame rate: 1080p@60fps, 720p@120fps

Zoom Total: 80x Zoom (8x Digital, 10x Mechanical Zoom)

Scan size: max 53,34x 33,02cm, A3, A4, US Letter and Legal

Video compression: YUV (USB 3.0/HDMI/VGA) or MJPEG (USB 2.0)
Advanced features: Time laps video and slow motion video

Microphone: Built-in, with noise reduction
Illumination: 4 built-in ultra-bright white LED’s
USB-Storage: USB-Port 2 / 250MB built-in / Installation software onBoard
Power connector: USB power from computer, no external power required!
Output: USB3.0 / USB2.0 compatible
Drivers: No drivers necessary
~ Dimenmsions:
Weight: 1.0kg (2.2 Ibs.)
Dimensions: Folded: (L) 26 cm, (H) 7.5cm, (W) 9.0cm

In-Operation-Max: (L) 21 cm, (H) 44.5cm, (W) 9.0cm

Certifications: FCC, CE, RoHS
Warranty: 2 years, 3 years when registered by dealer
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